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1 General Information

Company
Westermo Network Technologies AB

Contact Support
www.westermo.com

Release Number
6.11.3-0

Software Build Number
02852466482054a7d1e98c71dfbb2b3441e46765

Date of this build
April 8, 2024
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2 Release Highlights

2.1 6.11.3-0

• User Interface: Add Session Overview

• Security: Switch to OpenSSL3

3 Limitations

• When the device is reconfigured to Mesh with SAE as encryption, the device has to be rebooted
after applying the configuration (802.11n products only)

• Multi-SSID with DFS channels does not work (802.11n products only)

• It is recommended to operate the wave 1 card (radio1) with a maximum of 60 active clients.
(802.11ac products only)

4 Configuration Parameter Changes

The following configuration items have been added, changed, removed, deprecated or obsoleted:

• No items have been added, changed, removed, deprecated or obsoleted

5 Supported Cellular Firmware

This release supports and has been tested with the following cellular firmwares:

5.1 Ibex-RT-330, Ibex-RT-630

• EM12GPAR01A20M4G_01.003.01.003

• EM12GPAR01A21M4G_01.200.01.200
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5.2 Ibex-RT-330-5G, Ibex-RT-630-5G

• RM520NGLAAR03A01M4G_01.202.01.202

Other cellular firmware versions are not supported.
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